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Annex (A) – RFQ/HCR/SYR/24/51 

Technical Specifications 

Supply, Delivery and Installation of a 60 KVA Water Cool Perkins Generator  

with Accessories to UNHCR Aleppo Sub Office, Syria 

Generator Specification: 

 Generator Engine:   3 Cylinders 
 Type:     Water-cooled Diesel engine 
 Capacity:    60 kVA 
 Noise:     Super silent canopy/case 
 Alternator:    Single bearing  
 No. of phases:    Three 
 Control panel:    Deep Sea DSE 6110 

 

Other Item(s)/Spare Parts: 

 2 of air filters for 60 KVA. 
 2 of sets of fan belt for 60 KVA. 
 Engine oil Morris HD3 20W-50: 5 gallon * 25 L. 
 20 of Perkins 60 -Oil Filter (2654403). 
 20 of Perkins 60 -Diesel Filter (4461492). 
 12 of Perkins 100 -Oil Filter (2654407). 
 12 of Perkins 100 - Diesel Filter (4816636). 

 
Generator Warranty & Service After sale: 

 Full Commercial warranty that covers the whole unit (Please specify the period). 
 Please indicate the after-sale service, as the potential suppliers may submit their proposals 

Including but not limited to the following: 
a. Technical Support 
b. Maintenance Contracts  
c. Spare Parts 

 

Note:   

 The supplier will be responsible for connecting the generator to the current ATS panel at the 
office. 

 The new generator will replace a similar model/capacity and specs. 
 A site visit might be helpful for interested suppliers to check the needed setup in the intended 

location (UNHCR Aleppo Sub Office—Syria), address: UNHCR Sub Office Old Shahba—Omyyad 
Street—building No. 42. 


